
Console	type	Ecodesign	–	Technical	Specifications

Cooling Heating Cooling Heating Cooling Heating
Capacity kW 2,61 2,81 3,49 3,81 5,30 5,80
Capacity Btu 8.9 9.6 11.9 13 18.1 19.8
Power	Input W 35 35 35 35 45 45
Power	supply V-Ph-Hz
Power	supply	cable	IDU	/	Com. mm2
Air	Flow	Volume m3/h
Indoor	Unit	Sound	Pressure	Level	
(H/Μ/L)

dB(A)

Diameter	Liquid-Gas	Connection	Pipe inch
Diameter	Condensing	Pipe mm

Indoor	Unit	Dimension	LxHxD	/Weight mm/kg

230V	~	1N	–	50	Hz

Floor	-Console	type	Free	Match	indoor	units GΕH(09)ΑΑ-K3DNA1C/I GΕH(12)ΑΑ-K3DNA1C/I GΕH(18)ΑΑ-K3DNA1C/I

Operation

NO	/	4×1,5 NO	/	4×1,5 NO	/	4×1,5
480 550 650

38/36/33/30/26/24 40/38/37/35/32/26 46/44/41/37/35/32

1/4ʺ	–	3/8ʺ 1/4ʺ	–	3/8ʺ 1/4ʺ	–	1/2ʺ
Φ16 Φ16 Φ16

700	x	215	x	600	/	15 700	x	215	x	600	/	15 700	x	215	x	600	/	15


